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AWWA STANDARDS The Romac Style FTS421 tapping sleeves meet all specifications set forth in the 

ANSI/AWWA Standard C223, fabricated steel and stainless steel tapping sleeves. 

  

MATERIALS  

Body  ASTM A 36 steel plate or equivalent. 

  

Flange AWWA class D or E with ANSI class 150 drilling. Also available with class AWWA C207 
class F flange with ANSI class 250 drilling pattern. Counter-bored to fit tapping valve lip 
per MSS SP-60 where applicable. 

  

Bolts and Nuts High strength low alloy steel bolts and nuts. Steel meets AWWA standard C111. Type 304 

and 316 stainless steel bolt and nut material optional. 

  

Gasket 

 

 

 

Coating 

3” through 12” size on size SBR wire reinforced. Larger than 12” size on size are Nitrile 

Butadiene Rubber (NBR) compounded for water and sewer service in accordance with 

ASTM D 2000. Other compounds available on request 

 

Fusion bonded epoxy in accordance with AWWA C213. 

  

PRESSURE When properly installed the Romac Style FTS421 is rated up to 300 psi working pressure 

depending on the flange rating. The maximum test pressure is 1.25 X the pressure in the 

pipeline, or 375psi, whichever is less.  

 

 

SIZES AND RANGES 

Sizes 6 inch through 48 inch, for larger sizes consult your representative. FTS421 tapping 

saddles have a tolerance of +1/16” / -1/8” from specified pipe OD. Customer must provide 

pipe OD.  

  
 


